@ Cesky metrologicky institut
Okruzni 31, 638 00 Brno

tel. +420 545 555 111, fax +420 545 222 728, www.cmi.cz

Supervised by: Regional branch Prague, Radiova 3, 102 00 Prague, Czech Republic,
Department of gas mixtures and reference materials certification - CORM
phone +420 266 020 166, fax +420 272 704 852

CERTIFICATE
1014-CM-70006-12

CERTIFIED REFERENCE MATERIAL CZ 70006

POLYCHLORODIBENZO-p-DIOXINS, POLYCHLORODIBENZO FURANS AND
TOXIC POLYCHLORO BIPHENYLS IN SEWAGE SLUDGE OF MIXED ORIGIN

Date of issue: 20. December 2006 page 1 /4
Valid until: 20. December 2011
Date of recertification: 27. February 2012
Valid until: 20. December 2016
Use:

The material is intended for use in verification of analytical procedures and
validation of analytical methods and for ensuring traceability. It is not
intended for use as a calibrant.
Description of the material: Th : i :
e sample consists of 60+0.5g of dried sewage sludge powder (a particle
size of less than 100 um) in amber glass bottles with a polypropylene insert
and screw cap. The total I-TEQ value is approximately 150 ng/kg.
The material is radiationally sterilised by “’Co at a dose of 25 kGy.

Subcontractor: ANALYTIKA® spol. s r.0., Ke Klicovu 2a/816,
190 00 Prague 9 Czech Republic

Responsible person:
Dr. Vaclav Sychra, Ph.D.

Production, testing and certification of this material is in compliance with the Czech Metrology Institute Methodical
procedure No. 114-MP-C101 "Preparation and certification of reference materials”, and ISO REMCO Guides 34, 35.

Responsible person - CORM: Director of Regional branch, Prague:
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Ing. Jan Beranek Ing. Vladimir Persl
This Certificate may be published or distributed only in full.












